
Skywalker electric coffee roaster

Delta Instruction

Dual  Roast System  •  Direct Fire Imitating

Thanks for your choosing Skywalker

- Enjoy fresh     

- Enjoy home coffee roasting

www.topcoffee.net
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Product Brief
Designed for coffee home roasting, user can roast coffee
with different system, More Choices, More Interesting, 
More Professional .

Features
• Model：Skywalker (ACR002B-050)
• Roast Quantity：350-400g (best)
• Heat Transfer：Drum
• Voltage：~220-240V 50-60 Hz 
                   110-120V 50-60 Hz
• Heat Power：1000W
• Size：L 492 x W 264 x H 402 mm
• Weight：10kgs
• Accessories：stirring rod*1、brush*1、spoon*1

Product Features

 Dual Sensors

Dual Control System

High Efficiency

Direct Fire Imitating
      （Patent） 

Special Heat Profile

100% Electric

Notice

1. DO NOT LEAVE DURING USING THE PRODUCT.

2. Keep exit door and chaff collector locked during roasting.

3. Plug off  immediately if something obnormal happen during
    roasting，NEVER open the exit door until the machine cool down.

4. This machine is ONLY for green coffee bean roasting.

5. This machine is ONLY for indoor using. Use it in dry and ventilated    
    place , and keep the machine at least 20cm away from the other stuff.

6. Place the machine away from the surface which is unstable,          
      thermolabile or inflammable.  Do not use it near the curtian、
     electric heater、gas stove that something easy to catch on fire.

7. Plug off the machine before cleaning or after using. Do not 
Assembly&disassembly the parts until the roaster cool down.

8. Roast quantity is 300-500g，350-400g is the best quantity.               

9. Please use the green beans which are in low defective rate and       
    shifted. The defective green beans may cause the drum stuck.

10. Do not touch the hot surfaces during roasting.

11. Remember to turn over and lock the sample spoon after using，
      make sure no beans inside the spoon.
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12. Do not close the exit door during the bean ejecting，or will 
       cause block.

13. Do not touch the coffee beans until they cool down after
      roasting finish.

14. Please check and clean the chaff before roasting，to avoid     
      them get burned.

15. Notices of profile loading and using（see page19, 26)

16. We advise to clean the chaff collector during roasting           
       when roast the natural beans.

17. Do not extend the wire or use extra plug,  Do not use the 
      same socket with others appliances.

18. Keep the machine away from children and babies.

19. Do not put the wire, plug or parts into the water.

20. Please check voltage if it’s available to the roaster , Make 
      sure the plug is plug in the socket completely.

21. If the plug is broken，stop using and call for maintaining.

22. Do not change the product or parts without our permitting.

A Entrance                    B Sample Spoon             C  Exit                                D Window        
E Chaff Collector          F Smoke Purifier             G Bean Collector             H  Fan protector 
I  Heater                         J  Plug                               K Wire                                L Drum                  

M Temperature                  N Chimney Pipe（1m）    O Exhaust                          P Controller
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Notice：Hot Surface
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socket for controller

socket for USB cable

socket for purifier

Please read the instruction carefully 
before first using

Installation of Controller

Installation of Smoke Purifier，Chimney Pipe

• insert the usb plug of the controller to socket on the back of the roaster

• 2 ways of smoke eject for choices

1. Smoke Purifier
    Smoke will be purified before ejected，suitable place 
    with good ventilation
    Install：Place the purifier on the top of the roaster, connect the plug to socket

2. Chimney Pipe
Aavailable for the place with limited ventilation
Install：Insert and screw tight the pipe  to the cycle connector on the top of the roaster，
user can buy more pipes to extend  according the length needed. 

Installation of parts
• Insert the sample spoon with the bar pointing to the unlock logo, 
  then turn it over to be locked.

• Insert the entrance door


























